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Figure 6-182: Traffic flow changes - future baseline plus operation vs. future baseline plus operation 2026 plus TCR two-way 2026 AM peak PCU/hr 

 

 

Table 6-216: Flow differences future baseline vs. future baseline plus operation. 2026 AM peak 

Link 2026 with HS2 

traffic 

2026 with HS2 

plus TCR two-

way traffic 

With HS2 actual 

change from 

2026 with HS2 

traffic 

With HS2 % 

change from 

2026 with HS2 

traffic 

All 

vehicles 

incl. 

buses 

(veh) 

HGV 

(veh) 

All 

vehicles 

incl. 

buses 

(veh) 

HGV 

(veh) 

All 

vehicles 

incl. 

buses 

(veh) 

HGV 

(veh) 

All 

vehicles 

incl. 

buses 

(veh) 

HGV 

(veh) 

Outer circle (between Park 

Square East and Chester Road) 

Northbound 311 0 338 0 28 0 9%  

Southbound 218 0 219 0 1 0 1%  

A4201 Albany Street (between 

Robert Street and Longford 

Street) 

Northbound 313 29 293 29 -20 1 -6% 2% 

Southbound 367 17 357 17 -10 0 -3% -1% 

Stanhope Street (between 
Northbound 100 4 115 5 15 1 15% 15% 
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Link 2026 with HS2 

traffic 

2026 with HS2 

plus TCR two-

way traffic 

With HS2 actual 

change from 

2026 with HS2 

traffic 

With HS2 % 

change from 

2026 with HS2 

traffic 

All 

vehicles 

incl. 

buses 

(veh) 

HGV 

(veh) 

All 

vehicles 

incl. 

buses 

(veh) 

HGV 

(veh) 

All 

vehicles 

incl. 

buses 

(veh) 

HGV 

(veh) 

All 

vehicles 

incl. 

buses 

(veh) 

HGV 

(veh) 

Longford Street and Robert 

Street) 
Southbound 395 11 450 12 55 1 14% 10% 

A400 Hampstead Road 

(between Drummond Street 

and Robert Street) 

Northbound 525 10 511 5 -15 -5 -3% -49% 

Southbound 803 44 829 45 26 1 3% 1% 

Cardington Street (north of 

Drummond Street) 

Northbound 0 0 0 0 - - - - 

Southbound 0 0 0 0 - - - - 

New Cobourg Street (north of 

Starcross Street) 

Northbound 380 1 441 1 62 0 16% 26% 

Southbound 324 0 387 0 64 0 20%  

A4200 Eversholt St (between 

Phoenix Road and Polygon 

Road) 

Northbound 322 15 349 17 26 2 8% 11% 

Southbound 317 12 257 10 -60 -2 -19% -20% 

Chalton Street (between 

Euston Road and Phoenix 

Road) 

Northbound 130 4 124 3 -6 -1 -5% -30% 

Southbound 85 2 85 2 0 0 0% 3% 

Midland Road (between Brill 

Place and Euston Road) 
Southbound 639 31 628 28 -11 -2 -2% -7% 

A5202 Pancras Road (between 

Euston Road and Goods Way) 

Northbound 357 11 368 11 11 0 3% 3% 

Southbound 228 10 226 10 -1 0 -1% -1% 

A5203 York Way between 

Euston Road and Caledonia 

Street 

Northbound 582 31 605 32 23 1 4% 2% 

North of Euston Road 

Northbound 3020 105 3144 103 124 -2 4% -2% 

Southbound 3375 127 3438 124 64 -3 2% -3% 

A4201 Portland Place 

(between Devonshire Street 

and Park Crescent) 

Northbound 312 4 344 6 32 2 10% 44% 

Southbound 465 13 549 12 84 -1 18% -6% 

B506 Great Portland Street 

(between Park Crescent Mews 

East and Devonshire Street) 

Southbound 196 12 227 12 31 0 16% -3% 

Cleveland Street (between 

Greenwell Street and Clipstone 

Street) 

Southbound 248 7 273 8 25 0 10% 4% 

A400 Tottenham Court Road 
Northbound 898 59 708 49 -189 -10 -21% -17% 
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Link 2026 with HS2 

traffic 

2026 with HS2 

plus TCR two-

way traffic 

With HS2 actual 

change from 

2026 with HS2 

traffic 

With HS2 % 

change from 

2026 with HS2 

traffic 

All 

vehicles 

incl. 

buses 

(veh) 

HGV 

(veh) 

All 

vehicles 

incl. 

buses 

(veh) 

HGV 

(veh) 

All 

vehicles 

incl. 

buses 

(veh) 

HGV 

(veh) 

All 

vehicles 

incl. 

buses 

(veh) 

HGV 

(veh) 

(between Grafton Way and 

Warren Street) 
Southbound - - 75 0 75 0 - - 

A400 Gower Street (between 

Grafton Way and Gower Place) 
Southbound 702 25 563 26 -139 1 -20% 4% 

Gordon Street (between 

Endsleigh Gardens and Euston 

Road) 

Northbound 0 0 0 0 - - - - 

Southbound 0 0 0 0 - - - - 

A4200 Upper Woburn Place 

(between Endsleigh Gardens 

and Euston Road) 

Northbound 435 37 440 35 4 -1 1% -3% 

Southbound 746 23 561 20 -185 -3 -25% -13% 

B504 Judd Street (between 

Bidborough Street and Euston 

Road) 

Northbound 221 16 238 15 17 0 8% -3% 

Southbound 437 26 442 24 5 -2 1% -8% 

A501 Grays Inn Road (east of 

Birkenhead Street) 
Northbound 1857 88 1924 90 68 2 4% 2% 

South of Euston Road 

Northbound 3723 204 3654 196 -69 -8 -2% -4% 

Southbound 2795 106 2690 101 -105 -5 -4% -5% 
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6.6.515 Figure 6-183: Delay at junctions - future baseline plus operation 2026 AM peak 
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Figure 6-184: Delay at junctions - future baseline plus operation plus TCR two-way 2026 AM peak 

 

 

Journey time impacts to HS2 passengers 

6.6.516 The TCR two-way proposals would have no more than a modest impact on 

the operation of the highway network in and around Euston station. 
Accordingly, impacts to HS2 passengers in the immediate vicinity of the 
station will be negligible. 

Summary 

6.6.517 The TCR two-way scheme has positive and negative impacts, all of which 

modest in and around Euston station and none of which changing the impacts 
of the Proposed Scheme. 

 




